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Cross Section of Crossing within bridge deck at W3 - Rathduff Stream

Scale 1:25

Raised bridge parapets
Road Level to be raised to provide minimum

cover of 450mm to top of duct

Bridge barrel
Top of bridge cap stone Existing water pipe. Minimum distances apply

as per drawing number BWF-24

Note: 450mm is EirGrids minimum verticle cover to HV Power Ducts

Elevation of Crossing within bridge deck at W3 - Rathduff Stream

Scale 1:25

Option 1 - Cables installed in bridge deck

W3 - Watercourse bed
Watercourse is seasonally dry

Bridge Parapets to be raised (shown in
red) to 1250m above raised road level

Raised road level - red dash

Existing road level

Bottom of Grid Connection
trench - blue dash

A A AB B

Cross Section of Cables in Flat Formation.
Proposed at W3 due to the shallow cover in bridge deck
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1230mm
Duct A - HDPE ESB Approved HV Electrical Power Ducts 160mm OD
Duct B - HDPE ESB Approved Communication Cable Ducts125mm OD

Concrete surround

6 No. 200mm wide galvanised steel plates
with red marker tape fixed to the top surface

A393 Mesh

ESB Yellow Warning Tape Road reinstated in consultation with the
Local Authority
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