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Project Design Drawing Notes
1. Drawings issued are for planning stage only.
2. Copyright, all rights reserved. No part here with may be copied or
reproduced partially or wholly in any form whatsoever without the prior
notice of the copyright owner Hydro-Environmental Services.
3. Do not scale off this drawing. Figured metric dimensions only should be
taken off this drawing.
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note: spacing of check dams along 
centreline and scour protection
below each check dam

spillway

needle punched
geofabric on downstream
spillway protection to
prevent erosion

bag fill material either
aggregate, sand or dry
sand - cement mixture

schematic - not to scale

TEMPORARY CHECK DAM / SETTLEMENT POND OVERFLOW
SAND FILLED BAG CONSTRUCTION
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length such that points a and b
have equal elevation

check dam
erosion protection
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TEMPORARY CHECK DAM / SETTLEMENT POND OVERFLOW
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material stockpile

in-situ soil/subsoil

Stakes driven
500-700mm into
ground

Staple holds Geotextile
filter fabric in place
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100mm into ground

road construction
as per client

standard details
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silt fence for watercourse protection
scale 1:25

Steep batter to be
protected

6D

Diversion bank
Down drain

Inlet stabilised
with sandbags

Pipe slope
 3% of steeper Flexible pipe

3D+0.6m
1,3m at less

than 1% grade
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TYPICAL PIPE SPILLWAY DETAIL
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